
TEMPO 12

CONTROL DESKS

12 Presets which can be assigned to control 12 channels or 12 programmable memories.

12 Flash buttons.

12 Monitor LEDs.

Chaser with three operating modes and three functions per mode.

Rate indicator with LED flashing at rate speed.

Capability of assigning the chase to two six-channel groups: (group 1= 1-6 chan., group 2= 7-12 chan.).

Chase master with chase off button.

Grand master with blackout button.

Analogue output.

Digital output.

Tempo 12 is the most powerful 12 channel control desk that combines low cost and high performance. It is suitable for

permanent installations or touring requirements for either small stages, studios or theaters.

DMX LIGHTING CONTROL DESK

CDS.219

TECHNICAL SPECIFICATIONS

POWER INPUT

DMX OUTPUT : 3-pin female DMX connector

BATTERY (not included): PP3, 9V

: 9 VDC , 1W

DIMENSIONS : 173x153x55mm

WEIGHT (battery excluded: 0,6Kg

6 channel faders plus master.

Can operate with battery or AC/DC adaptor.

Simple to use.

Desk top or wall mounted.

Can also operate as a DMX tester.

55mm

173mm

153mm

AC/DC adaptor.

Input 230 VAC / Output 9 VDC.

Supplied with the control desk.
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CONTROL DESKS
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