
CALLISTO D

Honeycomb Antiglare Ring Barn oor Teatrod
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with barndoor

Interior Spotlights
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Callisto series of indoor tracklights consists of three models. Callisto D is the intermediate model.

Adjustable 350 on the horizontal plane & 90 on the verical plane.

Available in White or Black Colour

Available accessories: honeycomb, antiglare ring and barn oor.
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Barndoor Standard
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CALLISTO D

Antiglare Ring Barndoor TeatroHoneycomb
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CALLISTO D 25.3W

CALLISTO D 31.3W
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Interior Spotlights

LIGHTSOURCE BY

Model

(LED Power)

Beam

Angle Colour Dimming Option AccessoriesType

White

Black

(WH)

(BL)

Adjustable

(AD)

(PC)Phase Cut

DALI (DL)

(Trailing Edge Dimmer)

Non-Dimmable (ND)(16)

(25)25º

39º (39)

(53)53º

16º

(LD)L Docal imming

( )XX
EXTRAS

( )0XNo Extras

( )1X

Barndoor Teatro Black

Antiglare Ring Black

( )2X

Standard ( )0X

Honeycomb ( )1X

( )3X

Barndoor WhiteTeatro

Antiglare Ring White

( )4X

(30B)

(40B)

(5 B)7

3000K

4000K

5 00K7

(27B)2700K

3593lm

3701lm

3595lm

3384lm

CCT*

(80)80

CRI80

LED Source

2919lm

3088lm

-

2792lm

2644lm

-

-

2475lm

(90) (97)90 97

CRI90 CRI97

LED Source LED Source

(30B)

(40B)

(5 B)7

3000K

4000K

5 00K7

(27B)2700K

4792lm

4933lm

4792lm

4510lm

3890lm

4115lm

-

3721lm

3524lm

-

-

3298lm

CALLISTO D 25.3W

( D25)CALLISTO

CALLISTO D 31.3W

( D31)CALLISTO

(23)

(31)31º

41º (41)

(53)53º

23º

Ordering Code Example: CALLISTO D25-40B-90-25-AD-BL-ND-11

* Available in 3500K, 5000K and 6500K upon request

CALLISTO D

Warm Dimmable

30.6W

( D WD30)CALLISTO

(23)

(31)31º

41º (41)

(53)53º

23ºWarm Dimmable

1800K~3000K

(1830B)
(PC)Phase Cut

DALI (DL)

(Trailing Edge Dimmer)

(LD)L Docal imming

2850lm (95)95

CRI95LED Source
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Barndoor Standard

Barndoor Standard Black ( )5X

Barndoor WhiteStandard ( )6X


