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MANDI SYSTEM

Installation Guide of MANDI SYSTEM
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MANDI profile

Led Driver Unit

step 1

2

NOTE: The installation box, is not provided and has to

be constructed according to the installation enquiries.

OR

Fasten the installation box and the stud bolts on the ceiling. Connect the led driver unit to the mains power supply.

Fasten the led driver unit with hand screws, on the MANDI profile.

Fasten the spot light with hand screw, on the MANDI profile.

NOTE: For more details about fastening the spot light,

see “MANDI SPOT” user’s manual.

Fasten the MANDI profile on the stud bolts.

Place the plasterboard below the MANDI profile.

Fasten the MANDI profile.the plasterboard on Adjust pan & tilt of the spot light and tight the bracket’s screws.

Apply the final coat of the plasterboard & paint.

Stud bolts
Connection to

the mains power supply

step 2

Nuts

min 85mm

min 420mm

Nuts

FastenFasten

12.5mm

PlasterboardPlasterboard

Led Driver Unit

step1

Drill plasterboard & profile

step2

Screw the drywall screw

OR

Screw the shelf-drilling screw
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Installation Guide of MANDI SYSTEM, supplied with Track System

(supplied as extra at additional cost)
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Led Driver Unit

with Adaptor

2

NOTE: The installation box, is not provided and has to

be constructed according to the installation enquiries.

OR

Fasten the installation box and the stud bolts on the ceiling.

Fasten the led driver unit with adaptor, into the track unit.

Fasten the spot light with hand screw, on the MANDI profile.

Fasten the MANDI profile.the plasterboard on

Adjust pan & tilt of the spot light and tight the bracket’s screws.

Apply the final coat of the plasterboard & paint.

Stud bolts

Nuts

min 145mm

min 420mm

10

NOTE: For more details about fastening the spot light,

see “MANDI SPOT” user’s manual.

MANDI profile

Track Unit

step1 step2 step3

Lighting Track

Jointing Unit

Lighting Track

End Cap

Power Supply Unit

230V

Assembly the track unit to the desired length.

Fasten the track unit into the MANDI profile, with screws &

connect it to the mains power supply.

MANDI profile

step 1

Fasten the MANDI profile, on the stud bolts.

Place the plasterboard below the MANDI profile.

step 2

Nuts

FastenFasten

12.5mm

PlasterboardPlasterboard

step1

Drill plasterboard & profile

step2

Screw the drywall screw

OR

Screw the shelf-drilling screw

Connection

to the mains power supply

Power Supply Unit

230V

403.5mm

150mm

220mm
plasterboard opening

403.5mm
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