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LIGHTSOURCE BY

Model

(LED Power)

Beam

Angle Colour Dimming OptionType

White

Black

(WH)

(BL)

Adjustable (AD)

(PC)Phase Cut

DALI (DL)

(Trailing Edge Dimmer)

Non-Dimmable (ND)

(LD)L Docal imming

(30B)

(40B)

(5 B)7

3000K

4000K

5 00K7

(27B)2700K

3595lm

3701lm

3595lm

3384lm

CCT*

(80)80

CRI80

LED Source

2919lm

3088lm

-

2792lm

(90)90

CRI90

LED Source

(30B)

(40B)

(5 B)7

3000K

4000K

5 00K7

(27B)2700K

FERIA ZOOM D 25.3W

(FERIA ZOOM D25)

FERIA ZOOM D 32.3W

(FERIA ZOOM D32)

(2260)Adjustable
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(min) (max)2644lm

-

-

2475lm

(97)97

CRI97

LED Source

-

-

-

-

4766lm

4906lm

4766lm

4485lm

3868lm

4092lm

-

3701lm

Ordering Code Example: FERIA ZOOM D25-40B-90-2260-AD-BL-ND

* Available in 3500K, 5000K and 6500K upon request

Barn Door
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Feria series of tracklights consists of four models. Feria Zoom D is the intermediate model.

It is ideal for museum lighting.

Adjustable 340 on the horizontal plane & 90 on the verical plane.

Adjustable beam angle: (min) – 6 ( max)

Available in White or Black Colour

Available accessory: barn door

3 circuit track adaptor

L90/B10 50.000h

3 SDCM

o o

o o
22 0

.

.

Interior Spotlights
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