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SURFACE A installation

SURFACE B installation

PENDANT Installation

BRACKET (5cm / 10cm) installation

FIXED Installation
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Installation guide

Push

2.

Holder

Holder

A. B.

1.

Push

FIXED installation

Note:

Distance between holders: 50cm

Attention

Placing the holders on the surface, make sure to be in line.

C.
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LED Driver
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Main Power

Connect to Power Supply

and insulate

PENDANT installation

Wire gripper

B.

Ceiling

Unscrew

C.A.

F.

Ceiling

attachment
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LED Driver
+

-

Main Power

Connect to Power Supply

and insulate

Wire gripper

Push to adjust

the length of the rope

Push

E.

Note:

Remove Wire gripper

from hanging kit and

screw it on LUMINET

Hanging kit

Note:

Screw the ceiling attachments on the ceiling

with the same distance of the wire grippers

on the luminaire.

Wire gripper

Ceiling

attachment

Screw

D.
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LED Driver
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-

Main Power

Connect to Power Supply

and insulate
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Min 30mm

SURFACE A installation

A.

Mounting on Ground and Ceiling

Tilt Rotation

max 60°

+

-

LED Driver
+

-

Main Power

Connect to Power Supply

and insulate

B.

Note:

Adjust tilt rotation, without tool

Mounting on Wall

SURFACE B installation

A. B.

C.

C.

Tilt Rotation

max 10°

Note:

Adjust tilt rotation, without tool

BRACKET (5cm / 10cm) installation

Bracket

A.

B.

C. Tilt Rotation

Untight to rotate

Tight to fix

5cm / 10cm
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LED Driver
+

-

Connect to Power Supply

and insulate

Main Power
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