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It has minimal aesthetic: no visible screws on the luminaire.

Available with base for ground installation or with base suitable for spike.

eight of each luminaire adjustable.

oth rotatable and tiltable 360degrees.

Body material and base: aluminium.

Pole : stainless steel.

Spike : plastic.

luminaire can be customized with the use of softening lens, line spread lens and honeycomb supplied as extra.

Power cable HO5RN-F 2 0.75mm L= 1m

Cable outer dimeter: 6.5mm

Cable gland: IP67

Safety Glass: 6

UGR<1 15 , ,

L90/B10 50000h

Ingress Protection: IP67

IK Rate: IK0

The h on the pole is

Each luminaire is b

material

material

Each

Supplied in black colour as standard, custom RAL colours available upon request.
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TRETTO 6.5W TRETTO 13W TRETTO 19.5W

TRETTO with

Snoot

TRETTO with

Half Snoot

TRETTO

TRETTO is a minimal luminaire with pole available with one, two or three spots.

Exterior Inground, Surface, Wall, Bollard
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Beam

AngleModel Dimming Option*

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

(65C)6500K

IP67

30º (30)

46º (46)

15º (15)

Accessories

800

1200

cd/klm η=100%
C0 - C180
C90 - C270

46º LOR 0,869
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

1600

2400

3200

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,764
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

4000

6000

8000

10000

cd/klm η=100%
C0 - C180
C90 - C270

15º LOR 0,81
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

615lm

660lm

713lm

570lm

713lm

765lm

765lm

713lm

765lm -

CCT

(80) (90)80 90

CRI80

LED Source

CRI90

LED Source

(BL)Black

Colour

ACR.050

(as extra)

Softening lens

ACR.051

Line spread lens

(as extra)

ACR.053

Honeycomb

(as extra)

TRETTO 6.5W

(TRETTO 7)

TRETTO 13W

TRETTO 19.5W

(TRETTO 13)

(TRETTO 20)

(00)Without Driver

TRETTO

( )X X

Standard

Snoot

Half Snoot

( )0X

( )1X

( )2X

Base

Spike

Honeycomb

Softening lens
( )X1

( )X2

( )X3Line spread lens

Standard ( )X0

Type

(SP)

(BS)

TRETTO 7-BS-BL-30C-80-46-00-01

TRETTO 13-BS-BL-30C50C-8090-4630-00-0110

TRETTO 20-BS-BL-30C30C50C-809080-154646-00-01

Ordering Code Examples:

TRETTO model - Type - Colour - CCT - CRI - Beam Angle - Dimming - Accessories

A

B

C

(TRETTO 7)

(TRETTO 13)

(TRETTO 20)

(SP)(BS) (BL) A A A A

Ordering Code Guide for TRETTO:

A: Upper module

B: Middle module (where applicable)

C: Lower module (where applicable)

ABC ABC ABC ABC

AB AB AB AB

Note: If modules AB (for Tretto 13) or if all modules ABC (for Tretto 20) have common characteristic(s) please mention this characteristic(s) only once.
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Exterior Inground, Surface, Wall, Bollard

(00)

(230PC)
230V
Phase Cut

(230ND)

(2448ND)
24V/48DC
Non Dimmable

230VAC
Non Dimmable

(24DM)
24VDC
PWM Dimmable

(48DM)
48VDC
PWM Dimmable

* With external IP68 casing box Dali, 1-10V dimming also possible.
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